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Component identification

Front panel components

8 SFF

Iltem Description

1 Serial label pull tab

2 Display port (optional)
3 Optical drive (optional)
A USB 2.0 port (optional)
5 USB 3.0 port

6 iLO Service Port

The operating system does not recognize this port as a USB port.

7 SAS/SATA drive bays
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Item Description

1 Optical drive blank (optional)
p Serial label pull tab

3 Display port (optional)

4 USB 2.0 port (optional)

Table Continued
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Item Description
|

5 iLO Service Port

The operating system does not recognize this port as a USB port.

6 USB 3.0 port
7 SAS/SATA drive bays
10 SFF NVMe/SAS Combo

Iltem Description

1 Serial label pull tab

2 Systems Insight Display (optional)
3 USB 3.0 port

4 SAS/SATA/NVMe drive bays

When the 10 SFF NVMe/SAS backplane option is installed, NVMe
drives must be installed in bays 9 and 10. The other bays support a
mix of NVMe and SAS drives.

Component identification
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Systems Insight Display LED

and color

DIMM (amber)

Health LED System power

Amber

LED

Green

Status

DIMM in slot X is in a pre-failure condition.

Over temp (amber)

Amber

Green

The Health Driver has detected a
cautionary temperature level.

Over temp (amber)

Red

Amber

The server has detected a hardware critical
temperature level.

PCl riser (amber)

Red

Green

The PCl riser cage is not seated properly.

Fan (amber)

Amber

Green

One fan has failed or has been removed.

Fan (amber)

Red

Green

Two or more fans have failed or been
removed.

Power supply (amber)

Red

Amber

One or more of the following conditions
might exist:

e Only one power supply is installed and
that power supply is in standby.

o Power supply fault.

e System board fault.

Power supply (amber)

Amber

Green

One or more of the following conditions
might exist:

¢ Redundant power supply is installed and
only one power supply is functional.

e AC power cord is not plugged into
redundant power supply.

e Redundant power supply fault.

e Power supply mismatch at POST or
power supply mismatch through hot-
plug addition.

Power cap (off)

Amber

Standby.

Power cap (green)

Flashing green

Waiting for power.

Power cap (green)

Green

Power is available.

Power cap (flashing amber)

Amber

Power is not available.

IMPORTANT: If more than one DIMM slot LED is illuminated, further troubleshooting is required. Test each bank of

DIMMs by removing all other DIMMs. Isolate the failed DIMM by replacing each DIMM in a bank with a known

working DIMM.

Component identification
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Rear panel components
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Iltem Description
1 Slot 1 PCle3
2 Slot 2 PCle3
3 Slot 3 PCle3 (optional - requires second processor)
A Power supply 2 (PS2)
5 Power supply 1 (PS1)
6 Video port
7 NIC ports (if equipped)
8 iLO Management Port
9 Serial port (optional)
10 USB 3.0 ports
11 FlexibleLOM (optional)
Rear panel LEDs
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Iltem
|

Description

Status

1 UID LED Solid blue = Identification is activated.
Flashing blue = System is being managed
remotely.

Off = Identification is deactivated.
2R iLO 5/standard NIC ~ Solid green = Activity exists.
activity LED
Flashing green = Activity exists.
Off = No activity exists.
2L iLO 5/standard NIC ~ Solid green = Link exists.
link LED
Off = No link exists.

3 Power supply 2 LED  Solid green = Normal
Off = One or more of the following conditions
exists:

e AC power unavailable

e Power supply failed

e Power supply in standby mode

o Power supply exceeded current limit.
A Power supply 1 LED  Solid green = Normal

Off = One or more of the following conditions
exists:

e AC power unavailable
e Power supply failed
e Power supply in standby mode

e Power supply exceeded current limit.

Component identification
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System board components
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Item Description

1 FlexibleLOM connector

2 Primary (processor 1) PCle riser connector
3 System maintenance switch

4 Front display port/USB 2.0 connector
5 x4 SATA port 1

6 x4 SATA port 2

7 x2 SATA port 3

8 x1 SATA port 4

9 Front power/USB 3.0 connector

10 Optical/SATA port 5

11 Energy pack connector

12 microSD card slot

13 Chassis Infrusion Detection connector
14 Drive backplane power connector

15 Dual internal USB 3.0 connector

16 Type-a SmartArray connector

17 Secondary (processor 2) PCle riser connector
18 System battery

19 TPM connector (optional)

20 Serial port connector (optional)

Component identification
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DIMM label identification
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To determine DIMM characteristics, see the label attached to the DIMM. The information in this section helps you fo use

the label o locate specific information about the DIMM.
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Item Description Example

1 Capacity 8GB
16 GB
32GB
64 GB
128 GB

2 Rank

1R = Single rank
2R = Dual rank
4R = Quad rank

8R = Octal rank

Table Continued
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NVDIMM LED identification
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Item LED description LED color
1 Power LED Green
2 Function LED Blue
NVDIMM-N LED combinations
State Definition NVDIMM-N Power LED NVDIMM-N Function LED
(green) (blue)
I EEE—————
0 AC power is on (12V rail) but the NVM On Off
controller is not working or not ready.
1 AC power is on (12V rail) and the NVM On On
controller is ready.
2 AC power is off or the battery is off (12V rail Off Off
off).
3 AC power is on (12V rail) or the battery is on On Flashing
(12V rail) and the NVDIMM-N is active (backup
and restore).
NVDIMM Function LED patterns
For the purpose of this table, the NVDIMM-N LED operates as follows:
¢ Solid indicates that the LED remains in the on state.
e Flashing indicates that the LED is on for 2 seconds and off for 1 second.
e Fast-flashing indicates that the LED is on for 300 ms and off for 300 ms.
State Definition NVDIMM-N Function LED
I EEE—————————————————————————————
0 The restore operation is in progress. Flashing
1 The restore operation is successful. Solid or On
2 Erase is in progress. Flashing
3 The erase operation is successful. Solid or On

Table Continued
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8 SFF + 2 SFF device bay numbering

Iltem Description
1 Box 1, bays 1-8
2 Box 2, bays 1 and 2

4 LFF device bay numbering
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10 SFF NVMe/SAS backplane option device bay numbering

When the 10 SFF NVMe/SAS backplane option is installed, NVMe drives must be installed in bays 9 and 10.The other
bays support a mix of NVMe and SAS drives.

Optional rear device bay numbering

The optional rear device bay supports either 1 SFF drive in a SmartDrive carrier, or 2 uFF M.2 drives in an HPE Smart
Carrier M.2 (SCM).

When the HPE SFF Flash Adapter is installed, the uFF drives are recognized as 1 and 101.

o
®
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Hot-plug drive LED definitions
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Item LED Status Definition
1 Locate Solid blue The drive is being identified by a host application.
Flashing blue The drive carrier firmware is being updated or requires
an update.
p Activity ring Rotating green Drive activity.
Off No drive activity.
3 Do not remove Solid white Do not remove the drive. Removing the drive causes

one or more of the logical drives to fail.

Off Removing the drive does not cause a logical drive to
fail.
4 Drive status Solid green The drive is a member of one or more logical drives.
Flashing green The drive is doing one of the following:
¢ Rebuilding

e Performing a RAID migration

e Performing a strip size migration

e Performing a capacity expansion

e Performing a logical drive extension
e Erasing

e Spare part activation

Flashing amber/ The drive is a member of one or more logical drives

green and predicts the drive will fail.

Flashing amber The drive is not configured and predicts the drive will
fail.

Solid amber The drive has failed.

Off The drive is not configured by a RAID controller or a
spare drive.

: Component identification



Smart Carrier NVMe (SCN) drive LED definitions

The NVMe drive is a PCle bus device. A device aftached to a PCle bus cannot be removed without allowing the device and
bus to complete and cease the signal/traffic flow.

A CAUTION: Do not remove an NVMe drive from the drive bay while the Do not remove LED is flashing. The Do not
remove LED flashes to indicate that the device is still in use. Removing the NVMe drive before the device has
completed and ceased signal/traffic flow can cause loss of data.

Item LED Status Definition
1 Locate Solid blue The drive is being identified by a host application.
Flashing blue The drive carrier firmware is being updated or requires an update.
2 Activity ~ Rotating green Drive activity
ring
Off No drive activity
3 Drive Solid green The drive is a member of one or more logical drives.
status
Flashing green The drive is doing one of the following:
¢ Rebuilding
e Performing a RAID migration
e Performing a stripe size migration
e Performing a capacity expansion
e Performing a logical drive extension
e Erasing
Flashing amber/  The drive is a member of one or more logical drives and predicts the drive will fail.
green
Flashing amber The drive is not configured and predicts the drive will fail.
Solid amber The drive has failed.
Off The drive is not configured by a RAID controller.
4 Do not Solid white Do not remove the drive. The drive must be ejected from the PCle bus prior to
remove removal.

Table Continued
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Item LED Status Definition
. ________________________________________________________________________________________________________________________________________________________________|

Flashing white The drive ejection request is pending.
Off The drive has been ejected.
5 Power Solid green Do not remove the drive. The drive must be ejected from the PCle bus prior to
removal.
Flashing green The drive ejection request is pending.
Off The drive has been ejected.

uFF drive components and LEDs
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Item Description Status
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1 Locate o Off—Normal

e Solid blue—The drive is being identified by a host
application

¢ Flashing blue—The drive firmware is being updated or
requires an update

2 uFF drive ejection latch Removes the uFF drive when released

3 Do not remove LED ¢ Off—OK fo remove the drive. Removing the drive does not
cause a logical drive fo fail.

¢ Solid white—Do not remove the drive. Removing the drive
causes one or more of the logical drives to fail.

Table Continued
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Item Description Status
_____________________________________________________________________________________________________________________________________________________|

4 Drive status LED e Off—The drive is not configured by a RAID conftroller

e Solid green—The drive is a member of one or more logical
drives

e Flashing green (4 Hz)—The drive is operating normally and
has activity

* Flashing green (1 Hz)—The drive is rebuilding or
performing a RAID migration, stripe size migration, capacity
expansion, logical drive extension, or is erasing

¢ Flashing amber/green (1 Hz)—The drive is a member of one
or more logical drives that predicts the drive will fail

e Solid amber—The drive has failed

e Flashing amber (1 Hz)—The drive is not configured and
predicts the drive will fail

5 Adapter ejection release latch and  Removes the SFF flash adapter when released
handle

Hot-plug fans

A CAUTION: To avoid damage to server components, fan blanks must be installed in fan bays 1 and 2 in a single-
processor configuration.

A CAUTION: To avoid damage to the equipment, do not operate the server for extended periods of time if the server
does not have the optimal number of fans installed. Although the server might boot, Hewlett Packard Enterprise
does not recommend operating the server without the required fans installed and operating.

The valid fan configurations are listed in the following tables.

One-processor configuration

Fanbay 1 Fan bay 2 Fanbay 3 Fan bay 4 Fan bay 5 Fan bay 6 Fan bay 7

Fan blank Fan blank Fan Fan Fan Fan Fan

Two-processor configuration

Fanbay 1 Fan bay 2 Fanbay 3 Fan bay 4 Fanbay 5 Fan bay 6 Fan bay 7
___________________________________________________________________________________________________________________________________________________________|
Fan Fan Fan Fan Fan Fan Fan
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HPE Smart Array P824i-p MR Gen10 Controller
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Components

Iltem Description
__________________________________________________________________________________________________________________________________________|]

1 Internal SAS port 1i

p Internal SAS port 2i

3 Internal SAS port 3i

4 Internal SAS port 4i

5 Controller backup power cable connector

6 Internal SAS port 5i

7 Internal SAS port 6i
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HPE NS204i-p Gen10 Plus Boot Device components

Iltem Description

1 Drive bay 1

2 Drive bay 2

3 Thermal interface pad with removable liner
A M.2 drive retaining latches

HPE NS204i-p Gen10 Plus Boot Device LED definitions

= | = |
Item Description Fault LED status
1 Bay 1 LED Off: Normal

Flashing 1Hz: Drive predictive failure
2 Bay 2 LED

Amber: Drive failure
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Table 1: Ports

Iltem Port Description
_________________________________________________________________________________________________________________________________________________________|

1 Management port 1GbE RJ45

2 Network interface port 10/25G SFP+ based
3 Network interface port 10/25G SFP+ based
LEDs

The HPE for Pensando DSP DSC-25 2p SFP28 card is a dual-port, single-slot, half-height, half-length (HHHL) SFP28
network adapter. It has LEDs for Link (L) and Activity (A) for each port. A half-height bracket is shown in the following
illustration with SFP28 ports and LEDs.
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Table 2: LED indicators

Item LED Status Description
1 Management Port Activity Off No activity
LED
Flashing Passing traffic; flashing frequency indicates traffic intensity
2 Management Port Link Off A link has not been established
LED
Solid green Valid Ethernet link
3 SFP Port 1 Link/Activity Off A link has not been established
LED
Solid green Valid Ethernet link
Flashing green Passing traffic; flashing frequency indicates traffic intensity
Solid amber Link fault
4 SFP Port 2 Link/Activity Off A link has not been established
LED
Solid green Valid Ethernet link

Table Continued
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Item LED Status Description
_________________________________________________________________________________________________________________________________________________________|

Flashing green Passing traffic; flashing frequency indicates traffic intensity
Solid amber Link fault
5 System status LED Off System is not powered
Solid amber Power is up, software has not booted yet
Solid green System is up and fully operational

: Component identification 35
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A CAUTION: To prevent improper cooling and damage fo the equipment, do not block the ventilation openings.

When vertical space in the rack is not filled by a server or rack component, the gaps between the components cause
changes in airflow through the rack and across the servers. Cover all gaps with blanking panels to maintain proper airflow.

A CAUTION: Always use blanking panels to fill empty vertical spaces in the rack. This arrangement ensures proper
airflow. Using a rack without blanking panels results in improper cooling that can lead to thermal damage.

The 9000 and 10000 Series Racks provide proper server cooling from flow-through perforations in the front and rear
doors that provide 64 percent open area for ventilation.

CAUTION: When using a Compaq branded 7000 series rack, install the high airflow rack door insert (PN 327281-
B21 for 42U rack, PN 157847-B21 for 22U rack) to provide proper front-to-back airflow and cooling.

A CAUTION: If a third-party rack is used, observe the following additional requirements to ensure adequate airflow
and to prevent damage to the equipment:

e Front and rear doors—If the 42U rack includes closing front and rear doors, you must allow 5,350 sq cm (830
sq in) of holes evenly distributed from top to bottom to permit adequate airflow (equivalent to the required
64 percent open area for ventilation).

» Side—The clearance between the installed rack component and the side panels of the rack must be a minimum
of 7cm (2.75in).

Temperature requirements

To ensure continued safe and reliable equipment operation, install or position the system in a well-ventilated, climate-
conftrolled environment.

The maximum recommended ambient operating temperature (TMRA) for most server products is 35°C (95°F). The
temperature in the room where the rack is located must not exceed 35°C (95°F).

A CAUTION: To reduce the risk of damage to the equipment when installing third-party options:

e Do not permit optional equipment to impede airflow around the server or to increase the internal rack
temperature beyond the maximum allowable limits.

¢ Do not exceed the manufacturer’s TMRA.

Power requirements

Installation of this equipment must comply with local and regional electrical regulations governing the installation of
information technology equipment by licensed electricians. This equipment is designed to operate in installations covered
by NFPA 70, 1999 Edition (National Electric Code) and NFPA-75, 1992 (code for Protection of Electronic Computer/Data
Processing Equipment). For electrical power ratings on options, refer to the product rating label or the user
documentation supplied with that option.

WARNING: To reduce the risk of personal injury, fire, or damage to the equipment, do not overload the AC supply
branch circuit that provides power to the rack. Consult the electrical authority having jurisdiction over wiring and
installation requirements of your facility.




A CAUTION: Protect the server from power fluctuations and temporary interruptions with a regulating
uninterruptible power supply. This device protects the hardware from damage caused by power surges and voltage
spikes and keeps the system in operation during a power failure.

Electrical grounding requirements

The server must be grounded properly for proper operation and safety. In the United States, you must install the
equipment in accordance with NFPA 70, 1999 Edition (National Electric Code), Article 250, as well as any local and
regional building codes. In Canada, you must install the equipment in accordance with Canadian Standards Association,
CSA C22.1, Canadian Electrical Code. In all other countries, you must install the equipment in accordance with any
regional or national electrical wiring codes, such as the International Electrotechnical Commission (IEC) Code 364, parts 1
through 7. Furthermore, you must be sure that all power distribution devices used in the installation, such as branch
wiring and receptacles, are listed or certified grounding-type devices.

Because of the high ground-leakage currents associated with multiple servers connected to the same power source,
Hewlett Packard Enterprise recommends the use of a PDU that is either permanently wired to the building’s branch circuit
or includes a nondetachable cord that is wired to an industrial-style plug. NEMA locking-style plugs or those complying
with IEC 60309 are considered suitable for this purpose. Using common power outlet strips for the server is not
recommended.

Connecting a DC power cable to a DC power source

A WARNING: To reduce the risk of electric shock or energy hazards:

e This equipment must be installed by trained service personnel, as defined by the NEC and IEC 60950-1, Second
Edition, the standard for Safety of Information Technology Equipment.

e Connect the equipment to a reliably grounded Secondary circuit source. A Secondary circuit has no direct
connection to a Primary circuit and derives its power from a ftransformer, converter, or equivalent isolation
device.

e The branch circuit overcurrent protection must be rated 27 A.

A WARNING: When installing a DC power supply, the ground wire must be connected before the positive or negative
leads.

WARNING: Remove power from the power supply before performing any installation steps or maintenance on the
power supply.

A CAUTION: The server equipment connects the earthed conductor of the DC supply circuit to the earthing
conductor at the equipment. For more information, see the documentation that ships with the power supply.




A CAUTION: If the DC connection exists between the earthed conductor of the DC supply circuit and the earthing
conductor at the server equipment, the following conditions must be met:

This equipment must be connected directly to the DC supply system earthing electrode conductor or o a
bonding jumper from an earthing terminal bar or bus to which the DC supply system earthing electrode
conductor is connected.

This equipment should be located in the same immediate area (such as adjacent cabinets) as any other
equipment that has a connection between the earthed conductor of the same DC supply circuit and the earthing
conductor, and also the point of earthing of the DC system. The DC system should be earthed elsewhere.

The DC supply source is to be located within the same premises as the equipment.

Switching or disconnecting devices should not be in the earthed circuit conductor between the DC source and
the point of connection of the earthing electrode conductor.

To connect a DC power cable to a DC power source:

1. Cut the DC power cord ends no shorter than 150 cm (59.06 in).

2. If the power source requires ring tongues, use a crimping tool to install the ring tongues on the power cord wires.

®©

IMPORTANT: The ring terminals must be UL approved and accommodate 12 gauge wires.

IMPORTANT: The minimum nominal thread diameter of a pillar or stud type terminal must be 3.5 mm (0.138
in); the diameter of a screw type terminal must be 4.0 mm (0.157 in).

3. Stack each same-colored pair of wires and then attach them to the same power source. The power cord consists of
three wires (black, red, and green).

For more information, see the documentation that ships with the power supply.

Server warnings and cautions

A WARNING: This server is heavy. To reduce the risk of personal injury or damage to the equipment:

Observe local occupational health and safety requirements and guidelines for manual material handling.

Get help to lift and stabilize the product during installation or removal, especially when the product is not
fastened to the rails. Hewlett Packard Enterprise recommends that a minimum of two people are required for all
rack server installations. If the server is installed higher than chest level, a third person may be required to help
align the server.

Use caution when installing the server in or removing the server from the rack; it is unstable when not fastened
to the rails.

A WARNING: To reduce the risk of personal injury from hot surfaces, allow the drives and the internal system
components to cool before touching them.

A WARNING: To reduce the risk of personal injury, electric shock, or damage to the equipment, remove the power
cord to remove power from the server. The front panel Power On/Standby button does not completely shut off
system power. Portions of the power supply and some internal circuitry remain active until AC/DC power is
removed.

—
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A WARNING: To reduce the risk of fire or burns after removing the energy pack:
* Do not disassemble, crush, or puncture the energy pack.
e Do not short external contacts.

* Do not dispose of the energy pack in fire or water.

After power is disconnected, battery voltage might still be present for 1s to 160s.

AVERTISSEMENT: Pour réduire les risques d'incendie ou de brllures apres le retrait du module batterie :
* N'essayez pas de démonter, d'écraser ou de percer le module batterie.
¢ Ne court-circuitez pas ses contfacts externes.

* Ne jetez pas le module batterie dans le feu ou dans I'eau.

Apreés avoir déconnecté l'alimentation, une tension peut subsister dans la batterie durant 1 a8 160 secondes.

A CAUTION: Protect the server from power fluctuations and temporary interruptions with a regulating
uninterruptible power supply. This device protects the hardware from damage caused by power surges and voltage
spikes and keeps the system in operation during a power failure.

A CAUTION: Do not operate the server for long periods with the access panel open or removed. Operating the server
in this manner results in improper airflow and improper cooling that can lead to thermal damage.

Rack warnings

A WARNING: To reduce the risk of personal injury or damage to the equipment, be sure that:
e The leveling jacks are extended to the floor.
e The full weight of the rack rests on the leveling jacks.
e The stabilizing feet are attached to the rack if it is a single-rack installation.
e The racks are coupled together in multiple-rack installations.

e Only one component is extended at a time. A rack may become unstable if more than one component is
extended for any reason.

A WARNING: To reduce the risk of personal injury or equipment damage when unloading a rack:

* At least two people are needed to safely unload the rack from the pallet. An empty 42U rack can weigh as much
as 115 kg (253 Ib), can stand more than 2.1 m (7 ft) tall, and might become unstable when being moved on its
casters.

e Never stand in front of the rack when it is rolling down the ramp from the pallet. Always handle the rack from
both sides.

A WARNING: To reduce the risk of personal injury or damage to the equipment, adequately stabilize the rack before
extending a component outside the rack. Extend only one component at a fime. A rack may become unstable if
more than one component is extended.




















































e The system automatically sets all device numbers.
o If only one hard drive is used, install it in the bay with the lowest device number.

« Drives should be the same capacity to provide the greatest storage space efficiency when drives are grouped together
info the same drive array.

Hot-plug drive guidelines
When adding drives to the server, observe the following general guidelines:
e The system automatically sets all device numbers.

o If only one drive is used, install it in the bay with the lowest device number.

« Drives should be the same capacity to provide the greatest storage space efficiency when drives are grouped together
info the same drive array.

Removing the hard drive blank

Remove the component as indicated.

Installing a hot-plug SAS or SATA drive

Prerequisites
Before installing this option, be sure that you have the following:

The components included with the hardware option kit
Procedure

1. Remove the drive blank.

2. Prepare the drive.

: Hardware options installation 66






Prerequisites
NVMe drives are supported in the 8SFF and 10 SFF server configurations.

Before installing this option, be sure you have the following:

The components included with the hardware option kit
Procedure

1. Observe the following alert:

A CAUTION: To prevent improper cooling and thermal damage, do not operate the server unless all bays are
populated with either a component or a blank.

2. Remove the drive blank, if installed.

3. Press the Do Not Remove button to open the release handle.

4, Install the drives.

5. Install an SFF drive blank in any unused drive bays.

: Hardware options installation
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3. Connect the optical drive cable.

: Hardware options installation 72










































8. If installed, remove the slot 2 bracket from the primary riser cage.

9. If needed, install the riser board removed in step 7 on the rear drive riser cage bracket.

10. Install the drive cage on the riser cage.

: Hardware options installation 86

































Lift and remove the secondary riser cage latch.

Use a T-15 Torx screwdriver to remove the riser cage screw.

Install the full height PCle x16 riser cage latch.

Use a T-15 Torx screwdriver to remove the riser cage screw.
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e Full-length

Install the expansion board.

9.

Hardware options installation 102


















@ IMPORTANT: To enable SmartCache or CacheCade in a P-class type-p Smart Array controller, you must:

e Connect the controller backup power cable to the controller backup power connector on the system or
riser board.

e Connect the energy pack cable to the energy pack connector on the system board.
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Installing an HPE Smart Array P824i-p MR Gen10 controller in a configured server

Procedure

1. Back up data on the system.
2. Close all applications.
3. Update the server firmware if it is not the latest revision.

4. Do one of the following:

e If the new Smart Array is the new boot device, install the device drivers.

o If the new Smart Array is not the new boot device, go to the next step.

NOTE: If the logical drive is used in a Smart Array SR controller RAID array, you are not able to boot from that device
if you are attached to a Smart Array MR conftroller.

5. Ensure that users are logged off and all tasks are completed on the server.

6. Power down the server.

CAUTION: In systems that use external data storage, be sure that the server is the first unit to be powered
down and the last to be powered back up. Taking this precaution ensures that the system does not
erroneously mark the drives as failed when the server is powered up.

7. Power down all peripheral devices that are attached to the server.
8. Disconnect the power cord from the power source.
9. Disconnect the power cord from the server.

10. Remove or open the access panel.

WARNING: To reduce the risk of personal injury from hot surfaces, allow the drives and the internal system
components to cool before touching them.

11. Remove the riser.

12. Select an available x8 or larger PCle expansion slof.

A x8 physical size slot is required, even though the slot width may be electrically x4 or x1. Hewlett Packard
Enterprise recommends using a slot that is electrically x8.

13. Remove the slot cover.
Save the retaining screw, if one is present.

14. Slide the controller along the slot alignment guide, if one is present, and then press the board firmly info the
expansion slot so that the contacts on the board edge are seated properly in the slot.

15. Secure the conftroller in place with the retaining screw. If the slot alignment guide has a latch (near the rear of the
board), close the latch.

16. Connect the controller backup power cable.
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c. Lift the processor heatsink assembly up and away from the system board.

d. Turn the processor heatsink assembly over and place it on a work surface with the processor assembly facing up.

8. Release the thermal grease adhesion between the processor assembly and heatsink:

a. Locate the TIM (thermal interface media) breaker slot between the processor assembly and heatsink.

The slot is across from the Pin 1 indicator, near the corner.

b. Insert a 1/4" flat blade screwdriver or nonconductive tool into the slot.

CAUTION: To avoid damage to the processor, insert the tool between the processor and the heatsink
base. The opening in the carrier provides access to a gap between the processor heatsink spreader and
the heatsink base.

c. Torelease the adhesion of the thermal grease, gently rotate the fool.

d. Unlatch the remaining corners of the processor assembly.

e. Separate the processor assembly from the heatsink.
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9.

10.

11.

12.

The processor remains attached to the carrier.
Using an alcohol wipe, remove the existing thermal grease from the processor and heatsink. Allow the alcohol to
evaporate before continuing.
Remove the plastic cover over the thermal grease on the high performance heatsink.

Install the processor assembly on the heatsink.

Align the Pin 1 indicator on the processor to the Pin 1 indicator on the heatsink, and then latch the processor
assembly to the heatsink.

Your heatsink may look different than the one shown.

Install the processor heatsink assembly:

a. Locate the Pin 1 indicator on the processor carrier and the socket.

b. Align the processor heatsink assembly with the heatsink alignment pins and gently lower it down until it sits
evenly on the socket.

The heatsink alignment pins are keyed. The processor heatsink assembly will only install one way.

c.
A CAUTION: Be sure to fighten each heatsink nut fully in the order indicated. Otherwise, boot failure or
intermittent shutdowns might occur.

Using a T-30 Torx screwdriver, fully tighten each heatsink nut until it no longer turns.
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8. Using a Torx T-10 screwdriver, remove the Power/UID/USB assembly.
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9.  Guide the SID cable through the front of the server.

10. Install the SID module into the front panel. Using a T-10 Torx screwdriver, secure the module to the chassis with the
screws from the kit.
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